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DIRECTIONS: Area or Number /
1. Enter the Lot Area in square feet to the right >>>
2. Enter the area in square feet or the number of landscape elements Sq Ft Credit Multiplier Weighted Area Score Value
/
Landscaped area with a soil depth less than 24 inches /
(enter square feet) 388 actual sq ft 0.4 154 0.003
w/ BONUS CREDITS - Depaved ;J T
Landscaped area with a soil depth equal to or greater than 24 inches
(enter square feet) 4,231 actual sq ft 0.7 2961.7 0.0589 y
w/ BONUS CREDITS -Depaved
Landscaped area with a soil depth equal to or greater than 24 inches
(enter square feet) S08 actual sq ft 0.7 355.6 0.007 J PROJECT:
w/ BONUS CREDITS - Depaved
Pervious Paving with more than 24 inches of subsurface soil or gravel
(enter square feet) 1,117 actual sq ft 0.6 670.2 0.013 y/ Boynton Gateway
w/ BONUS CREDITS - Depaved y 495 Columbia Street

Turf grass, mulch, and inorganic surfacing materials
(enter square feet) 1,049 actual sq ft 0.3 314.7 0.006 /
y/

Somerville, MA 02143

w/ BONUS CREDITS - Stormwater Irrigation, Depaved

Vegetation less than two (2} feet tall at maturity (enter square feet)
w/ BONUS CREDITS - Stormwater Irrigation,

Vegetation at least two (2) feet tall at maturity

(enter number of individual plants) 978 12 0.4 4694.4 0.094

38S actual sq ft 0.3 1155 0.002

w/ BONUS CREDITS - Stormwater Irrigation, y
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TREE REMOVAL NOTES

THIS SHEET DESCRIBES EXISTING TREE REMOVAL WORK ONLY. REFER TO CIVIL
ENGINEER'S DRAWINGS FOR COMPLETE SITE PREP AND DEMO REQUIREMENTS.
TREE REMOVAL SCOPE SHALL INCLUDE THE FELLING, CUTTING, AND
SATISFACTORY DISPOSAL OF ALL TREES, STUMPS AND VEGETATIVE DEBRIS
PRODUCED THROUGH THE CLEARING OPERATIONS.

FELL TREES IN SUCH A WAY AS TO NOT INJURE TREES TO BE SAVED. EXCAVATION
OR GRADING WITHIN THE BRANCH SPREAD OF TREES TO BE SAVED SHALL BE
PERFORMED ONLY UNDER THE DIRECTION OF THE OWNER'S REPRESENTATIVE
UNLESS OTHERWISE DIRECTED.

STUMPS TO BE REMOVED OUTSIDE THE TREE PRESERVATION AREA SHALL BE
GRUBBED TO THEIR FULL DEPTH. ROOTS 3 INCHES AND LARGER SHALL BE
REMOVED TO A DEPTH OF 2 FEET BELOW FINISHED GRADE. STUMPS SHALL BE
LEGALLY DISPOSED OF OFF-SITE

CONTRACTOR SHALL TAG ALL TREES TO BE REMOVED AND VERIFY WITH OWNER'S
REPRESENTATIVE PRIOR TO THE START OF DEMOLITION.

FOR ALL SITE PREP AND DEMO WORK OUTSIDE TREE PROTECTION AREA, SEE CIVIL
ENGINEER'S DRAWINGS.

BEFORE THE START OF ANY WORK ON THE SITE, PRECEDING THE ARRIVAL OF
EQUIPMENT, MATERIALS OR VEHICLES TO THE SITE, AND PRIOR TO THE
COMMENCEMENT OF ANY CLEARING ON THE SITE, THE CONTRACTOR SHALL
ARRANGE A PRE-CONSTRUCTION CONFERENCE ON THE SITE WITH THE OWNER'S
REPRESENTATIVE AND THE LANDSCAPE ARCHITECT TO IDENTIFY TREES AND
SHRUBS THAT ARE TO BE REMOVED. DO NO CLEARING WITHOUT A CLEAR
UNDERSTANDING OF EXISTING CONDITIONS TO BE PRESERVED. REFER TO
SPECIFICATION SECTION 01 56 39 FOR MORE INFORMATION.

REMOVE AND DISPOSE OF DEBRIS AS DIRECTED BY THE OWNER.

TREE PROTECTION LEGEND
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1 EXISTING TREE SCHEDULE
_"/-.‘ ‘, Reference Species DBH Condition Land Comments Action
S A Japanese Tree Lilac 27" |Poor public nearly dead, scheduled to be removed by city |Remove
l “,/ B American Elm 8" Fair public snapped limbs / dead wood Remove
‘ ) Cc Cherry / Plum 5" Poor public snapped limbs / dead wood Remove J
/. o D Cherry / Plum 158" |Good public Remove
/ E Pin Oak 13" |Good private Remove
. ';“-’/' ) - F Linden 13" |Fair private dead wood Remove LU
"’ / : G Pear 7" Good private concrete fill against trunk Remove :)
PUBLIC EXISTING TREE CALIPER PRIVATE EXISTING TREE =
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I
/ ON SITE O
z't,: , / I Quantity of Trees Size Subtotal Caliper Quantity of Trees Size Subtotal Caliper m
IR ' 1 5 5" 2 13" 26"
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A 1 15" 15"
f o : Total Caliper: 33" of significant private existing tree caliper removed
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o TREES ON SITE PROPOSED ON SITE E
/ | Symbol |Qty |Botanical Name Common Name Caliper Size Notes Quantity of Trees Caliper In Subtotal Caliper I
o CL 4 |Celtis laevigata Sugarberry 3-3.5" Caliper 21 3.5 735" l
- o QR 5 |Quercus rubra var. borealis Northern Red Oak 3-3.5" Caliper Total Caliper: 73.5" of tree caliper proposed
- / R UAP 4 |Ulmus americana 'Princefon’ American Elm 3-3.5" Caliper
TA 8 |Tilia Americana American Basswood 3-3.5" Caliper
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CITY STANDARD VEHICULAR APRON
WITH FLUSH DRIVE AT SIDEWALK
ELEVATION, SEE ENGINEER'S

LANDSCAPE MATERIAL NOTES

1. THE CONTRACTOR SHALL REVIEW ALL

CONSTRUCTING FINAL WORK. MOCK-UPS

WEBSTER AVENUE

2' EDGE ZONE, TYP.

6' FURNISHING ZONE, TYP.
VARIABLE PEDESTRIAN ZONE

WEBSTER AVENUE

(6" MIN, 11" MAX.)

EXTENTS OF BELOW

GRADE GARAGE, TYP.

—
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DRAWINGS AND SPECIFICATIONS TO MAY BE PART OF THE FINAL CONSTRUCTION. DRAWINGS -
DETERMINE THE TOTAL SCOPE OF WORK MOCK-UPS SHALL BE MAINTAINED AND N — T \
AND ALL REQUIRED COORDINATION. PROTECTED THROUGHOUT THE DURATION ' - | A S e e R IR N R Y 0 AHHESHH e PA \
2. THE CONTRACTOR IS RESPONSIBLE FOR A OF THE PROJECT AND WILL SERVE AS BA
THOROUGH SITE EXAMINATION TO SATISFY PROJECT STANDARD. CONTRACTOR SHALL
HIM OR HERSELF AS TO THE ACTUAL SITE DEMOLISH AND RECONSTRUCT MOCK-UP B 2 a -
CONDITIONS BEFORE SUBMISSION OF BIDS. UNTIL APPROVAL FROM LANDSCAPE o \, _ L - = -
3. CONTRACTOR SHALL VERIFY ALL EXISTING ARCHITECT. THE CONTRACTOR IS )
UTILITY LOCATIONS PRIOR TO EXCAVATION. RESPONSIBLE FOR ALL DAMAGE INSIDE OR ' /
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PLANTING SCHEDULE

Symb  |Qty |Botanical Name |Common Name Spacing | Gal/B&B |Size Notes Comments Green Score Cat.
Deciduous Shade Trees

CL 2 |Celtis laevigata Sugarberry 40'0.C. |3-3.5" Caliper Street Large Tree

QR 6 |Quercus rubra var. borealis Northern Red Oak 40'0.C. |3-3.5" Caliper Street Large Tree

UAP 5 |Ulmus americana 'Princeton’ American Elm 40'0.C. |3-3.5" Caliper Street Large Tree

TA 8 |Tilia Americana American Basswood AS DRAWN | 3-3.5" Caliper Street Large Tree

Shrubs

AMM Aronia melanocarpa 'Morton’ Iroquois Beauty Black Chokeberry 24" O.C. #2 Vegetation >/= 2' Tall at Maturity
CSA Cornus sanguinea 'Artic Sun’ Arctic Sun Dogwood 30"0O.C. #3 Vegetation >/= 2' Tall at Maturity
IVR llex verticillata 'Red Sprite’ Red Sprite Dwarf Female Winterberry | 36" O.C. #3 Vegetation >/= 2' Tall at Maturity
\YA| llex verticillata 'Jim Dandy’ Jim Dandy Dwarf Male Winterberry 36" O.C. #3 Vegetation >/= 2' Tall at Maturity
TOB 34 | Thuja occidentalis '‘Brabant’ Nordic Brabant Arborvitae 48" O.C. B&B 6-7' Sheer into hedge |Vegetation >/= 2' Tall at Maturity
BMJ 111 |Buxus microphylla var. japonica 'Winter Gem' |Winter Gem Boxwood 36" O.C. #3 Sheer into hedge Vegetation >/= 2' Tall at Maturity
RAG Rhus aromatica 'Gro-low' Gro-low Sumac 18" o.c. Vegetation </= 2' Tall at Maturity
Perennials / Grasses

PVS Panicum virgatum 'Shenandoah’ Shenandoah Switch Grass 24" O0.C. #2 Vegetation >/= 2' Tall at Maturity
SSB Schizachyrium scoparium 'The Blues’ The Blues Little Bluestem 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
AFF Athyrium filix-femina Lady Fern 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
oC Osmunda cinnamomea L. Cinnamon Fern 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
MDS Monarda didyma 'Squaw’ Squaw Beebalm 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
RFG Rudbeckia fulgida 'Goldsturm’ Goldsturm Black-eyed Susan 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
EP Echinacea purpurea Eastern Purple Coneflower 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
VH Verbena hastata Blue Vervain 18" O.C. #2 Vegetation >/= 2' Tall at Maturity
AC Aquilegia canadensis Eastern Red Columbine 12" O.C. #1 Vegetation >/= 2' Tall at Maturity
DP Dennstaedtia punctilobula Hay-scented Fern 12" O0.C. #1 Vegetation </= 2' Tall at Maturity
PTS Eragrostis spectabilis Purple Lovegrass 12" O.C. #1 Vegetation </= 2' Tall at Maturity
CP Carex pensylvanica Pennsylvania Sedge 12" O.C. #1 Vegetation </= 2' Tall at Maturity
LS Liriope muscari Lily Turf 12" O.C. #1 Vegetation </= 2' Tall at Maturity
CVvM Coreopsis verticillata '"Moonbeam’ Moonbeam Coreopsis 18" O.C. #2 Vegetation </= 2' Tall at Maturity
Vine Mix

PT Parthenocissus tricuspidata Boston Ivy 12" O.C. #1 Vegetation >/= 2' Tall at Maturity
HAP Hydrangea anomala petiolaris Climbing Hydrangea 12" O0.C. #1 Vegetation >/= 2' Tall at Maturity
CR Campsis radicans Trumpet Creeper 12" O.C. #1 Vegetation >/= 2' Tall at Maturity
LH Lonicera x heckrottii Honeysuckle 12" O.C. #1 Vegetation >/= 2' Tall at Maturity
PQ Parthenocissus quinquefolia Virginia Creeper 12" O.C. #1 Vegetation >/= 2' Tall at Maturity
CJ Clematis jackmanii Climbing Clematis 12" O.C. #1 Vegetation >/= 2' Tall at Maturity

Seeded Areas

* NOTE: PLANTING PLAN IS STILL UNDER DEVELOPMENT. A FINAL
PLANTING PLAN WILL BE AVAILABLE DURING CONSTRUCTION
DOCUMENTATION, UPON REQUEST.
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DECIDUOUS AND COLUMNAR

COURTYARD TREE, TYP.

LOW HEDGE

I

I

SMALL &
MID-SIZED
SHRUB, GRASS
& PERENNIAL
IN RAISED
PLANTERS,
TYP.

PLANTING AN

D SOIL NOTES

{

11.
12.

13.
14.
15.

16.

17.
18.

19.
20.
21.
22.
23.
24.
25.

IF DISCREPANCIES EXIST BETWEEN THE NUMBER OF PLANTS DRAWN ON THE PLANTING PLAN AND THE NUMBER OF PLANTS IN THE PLANT LIST, THE

PLANTING PLAN SHALL GOVERN.
ALL NEW PLANT MATERIAL SHALL CONFORM TO THE MINIMUM GUIDELINES ESTABLISHED FOR NURSERY STOCK PUBLISHED BY THE AMERICAN
ASSOCIATION OF NURSERYMEN, INC. IN ADDITION, ALL NEW PLANT MATERIAL FOR THE PROJECT SHALL BE OF SPECIMEN QUALITY.

THE LANDSCAPE ARCHITECT SHALL ONLY REVIEW TREES THAT ARE IN THE GROUND AT THE NURSERY. NO PRE-DUG TREES WILL BE ACCEPTED.

Tw?! Tyw’

THEREFORE TIMING OF IN-GROUND REVIEWS MUST BE COORDINATED WITH EXPECTED INSTALLATION DATES.

ALL NEW PLANTS TO BE BALLED & BURLAPPED OR CONTAINER GROWN, UNLESS OTHERWISE NOTED ON THE PLANT LIST.
THE CONTRACTOR SHALL SUPPLY ALL NEW PLANT MATERIAL IN QUANTITIES SUFFICIENT TO COMPLETE THE PLANTING SHOWN ON THE DRAWINGS.
ANY PROPOSED SUBSTITUTIONS OF PLANT SPECIES SHALL BE MADE WITH PLANTS OF EQUIVALENT OVERALL FORM, HEIGHT, BRAN

FLOWER, LEAF, COLOR, FRUIT AND CULTURE, AND ONLY AFTER WRITTEN APPROVAL OF THE LANDSCAPE ARCHITECT.

ALL NEW PLANTS SHALL BE TAGGED AND APPROVED BY THE LANDSCAPE ARCHITECT AT THE NURSERY PRIOR TO DIGGING OR DELI
CONTRACTOR SHALL LOCATE AND VERIFY ALL EXISTING UTILITY LINES PRIOR TO PLANTING AND SHALL REPORT ANY CONFLICTS TO

ARCHITECT.

DECIDUOUS STREET TREE, TYP.

GRASS, PERENNIAL,
FERN MIX IN TREE

S/
N
3
ol

)
SR Vol /
R/

SMALL AND MID-SIZED

SHRUB AND PERENNIAL_}
RAISED PLANTERS, TYE

WALL MOUNTED

STAKE LOCATION OF ALL PROPOSED PLANTING FOR APPROVAL BY LANDSCAPE ARCHITECT PRIOR TO THE COMMENCEMENT OF PLANTING.

NEW SHRUBS AND GROUNDCOVER SHALL BEAR THE SAME RELATIONSHIP TO GRADE AS IT BORE TO PREVIOUS GRADE. TREES SHA

THAN PREVIOUS GRADE. NO TREES SHALL BE PLANTED BEFORE ACCEPTANCE OF ROUGH GRADING.
ALL PLANT BEDS TO RECEIVE UN-DYED, AGED AND SHREDDED BARK MULCH AS PER SPECIFICATIONS.

ALL EXISTING TREES TO REMAIN SHALL BE PROPERLY PROTECTED DURING CONSTRUCTION. PROTECTION TECHNIQUES SHALL BE REVIEWED AND

APPROVED BY THE LANDSCAPE ARCHITECT.

PRUNE TREES IN ACCORDANCE WITH THE SPECIFICATIONS.
ALL PLANT MATERIAL SHALL BE MAINTAINED BY CONTRACTOR UNTIL FINAL ACCEPTANCE AND GUARANTEED FOR 1 CALENDAR YEA
CONFIRM ALL QUANTITIES AGAINST PLANTING PLANS, GRADING PLANS, AND SPECIFICATIONS, INCLUDING SITE DISTURBANCE OUTSIBE OF THE LIMIT OF

GRADING NECESSITATED TO FACILITATE CONSTRUCTION.

WHERE SAND AND GRAVEL ARE SPECIFIED FOR A DRAINAGE LAYER, EXTEND DRAINAGE LAYER TO ASSOCIATED DRAIN LINES, DRAIN

DAYLIGHT.

WHERE ONE SOIL TYPE MEETS ANOTHER SOIL TYPE, FORM A 1:1 SLOPED BOUNDARY TRANSITION.
WHERE A SOIL PROFILE ENCROACHES WITHIN THE DRIP LINE OF EXISTING TREES, CONSULT WITH LANDSCAPE ARCHITECT PRIOR T COMMENCING

EXCAVATION.

ALL EXCAVATION AND PLACEMENT OF SOILS WITHIN THE DRIP LINE OF EXISTING TREES TO BE PERFORMED BY HAND.
SCARIFY SUBGRADE AS SPECIFIED BEFORE PLACEMENT OF ANY PLANTING SOILS.
DO NOT PLACE OR HANDLE SOILS THAT ARE WET.

PROTECT ALL EXISTING SOILS AGAINST COMPACTION, CONTAMINATION WITH CONSTRUCTION MATERIALS, AND ALL DISTURBANCE.
CONTRACTOR IS RESPONSIBLE FOR ACTUAL SITE CONDITIONS, COORDINATION OF SOILS PLACEMENT, AND PLANTING SUBDRAINAG

DO NOT PLACE ANY PLANTING SOIL PRIOR TO INSPECTION BY LANDSCAPE ARCHITECT.

e

N

ING HABIT,
ERY TO THE SITE.
THE LANDSCAPE

L BE SET 3" HIGHER

GE AREAS, OR

VEGETATED WALL
PANEL (VW), TYP.

BEACH AVENUE

NI

SMALL AND MID-SIZED
FLOWERING BEDS,
TYP.

DECIDUOUS AND COLUMNAR
COURTYARD TREE, TYP.

SOIL CELL SYSTEM @
BELOW FURNISHING :
AND EDGE ZONES, TYP.

L

EXTENTS OF SOIL CELL PLANTING MEDIUM (SCPM) ARE APPROXIMATE. PROVIDE A MINIMUM OF 1,000 C.F. OF SCPM FOR EACH STREE

_
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COLUMBIA STREET

SMALL AND MID-SIZED
GRASS, PERENNIAL, AND
SHRUB MIX IN BUFFER, TYP.

/
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EXTENTS OF
BELOW GRADE

GARAGE

PROPERTY LINE

PROPERTY LINE/_\ PITS, TYP.
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o-U" ORY-U", SEE FLAN IREECUARD ARCHORED
|

TO SOIL, SEE SPECS

COMPACTED PLANTING SOIL
BELOW THE ROOT BALL

ROOT BARRIER AT VERTICAL
EXTENTS OF TREE OPENING, TYP.
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SECTION A-A'
_ GEOTEXTILE REFER TO PLANTING PLAN FOR
FABRIC, EXTEND 7'-6" EXTENTS OF SOIL CELL
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PERMEABLE UNIT PAVERS
GEOTEXTILE FABRIC

—— SOIL CELL 3X SYSTEM,

SEE SPECS

PLANTING SOIL

ANCHOR SPIKES, MAINTAIN 1-6"
SPACING AT BASE, PER
MANUFACTURER'S STANDARDS

AGGREGATE
SUB BASE

PEDESTRIAN
CONCRETE PAVING

— 12" MIN. COMPACTED
GRAVEL BASE

GEOTEXTILE FABRIC

SOIL CELL 3X

SYSTEM, SEE SPECS

PLANTING SOIL

ANCHOR SPIKES, PER
MANUFACTURER'S STANDARDS

SECTION B-B' GEOGRID, OVERLAP AT DECK AND EXTEND

AT BASE PER MANUFACTURER'S SPEC., TYP.
ROAD, SEE CIVIL

ENGINEER'S DRAWINGS

—— ROADWAY GRANITE CURB, SEE
CIVIL ENGINEER'S DRAWINGS
—— PERMEABLE UNIT PAVERS

AGGREGATE SUB BASE,
EXTEND 6" PAST BASE OF
SILVA CELLS AT ENDS

\
/

le— " Exsting concrete
P or masonry wall

: _'-' Expansion anchor by others
a / 480 Ibs. pull out minimum
¥ 3/8" diameter fastener

_—
'—j_"—

. 7.
AN #5136 Spacer -

'y TO CONCRETE WITH
CONCRETE ANCHOR
AND 5136 SPACER

.. 1/2"X1 1/2" dia. - black
UHMW plastic, typ.

, — #5132R Mounting Clip, typ.

VARIES \—v 3"thick greenscreen®
4 - panel, typical

3/4" to
2-1/4"

r {AXFN

33/4"-51/4"

SECTION

5132R ADJUSTABLE CLIP

The 5132R Adjustable Clip provides panel support for
both download and uplift. The clip can mount to wall
surfaces or to a steel frame. The slot allows for panel .
adjustment and ease of installation. P f

3” THICK greenscreen® PANEL
ATTACHED TO WALL BEYOND

WA

REMOVE STAKE OR ANY TEMPORARY
TRELLIS DEVICE.

=y

2" TO 3" MULCH LAYER

BACKFILL MIX WITH SPECIFIED
AMMENDMENTS AND FERTILIZER TABLETS

INISHED GRADE
EMOVE CONTAINER
AND LOOSEN ROOTS

J ‘ ‘ I/u/ m ‘/—UNDISTURBED SoIL

=T

e e N e ‘|||:

SN AN N A
SRR
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PROJECT TEAM:

CLIENT

BOYNTON GATEWAY OWNER
LLC

315 Park Avenue South Suite 500
New York, NY 10010

CIVIL ENGINEER
VHB

99 High Street, 10 Floor
Boston, MA 02110
617-728-7777

STRUCTURAL ENGINEER
MCNAMARA SALVIA

101 Federal St. Suite 1100
Boston, MA 02110
Phone

MEP/FP ENGINEER
AHA

18 Tremont Street, Suite 1040
Boston, MA 02108
781-402-6000

LANDSCAPE ARCHITECT
COPLEY WOLFF

10 Post Office Square, Suite 1315
Boston, MA 02109
617-654-9000

SOLAR / WIND CONSULTANT
RWDI

650 Woodlawn Road West
Guelph, Ontario N1K1B8
+1 519-823-1311

GEOTECHNICAL ENGINEER
HALEY ALDRICH

465 Medford Street Suite 2200
Charlestown, MA 02129
617-886-7400

SUSTAINABILITY ENGINEER
THE GREEN ENGINEER

. 16" 6"0'; OR 40" TREE GUARD, 54 Junction Square Drive
SEE SPECS Concord, MA 01742
978-369-8978
———— COMPACTED PLANTING STARTING AT BOTTOM. TIE LARGER
' SOIL BELOW ROOT BALL T ONGRETE PAVING e o B btk s CODE CONSULTANT
; i \ 7 B ' JENSEN HUGHE
] g CONCRETE TURN DOWN AT EDGE 12" MIN. COMPACTED e e T Wt [ 1A~ < : 3" THICK greenscreen® PANEL ATTACHTED
6" | 6" OF TREE OPENING TO BEAR ON . - oped LD r /| /ATTACHED TO WALL BEYOND Boston. MA 02111
v ) SILVA CELL POST FOR SUPPORT GRAVEL BASE ] % 'S ANEL SEAM 33 Arch Street
‘ = " I R A T e R A mie'e 508-620-8900
R R T T A e R R e e ANy / OUNTING cLP
mm\m!\ 30 -0-0-0 ‘O@%&%@%&%@?%g@oéﬁ%@é0%8%(%0%0%8@0%0%8@0%0%8%%0%0%880@0 [ LT SPECIFICATIONS
g O S| A e GEOTEXTILE FABRIC -- i ¥ encea norEs: KALIN ASSOCIATES
2 % ) R A S N O R S e S e =S
LI xS 000@8 ooogg 000@8 GO ooogg ooogg 000@8 000@3 ooogg O I i , ’ R .
el U e e N e S A S e Ut DI e NG TS 5 ﬁi?é’%‘i‘f I_]'CI)-|RE QZZESCF::L/:LE RFI’_:LCSAUI\{;ES 1121 Washington Street
o&@é@%&@%@ﬁgﬁggo HZ4NNE Apl L 11Y mAmY, CAREFUL CONSIDERATION OF CLIMATE Newton, MA 02465
ooq%o%@q%o%@%o%%o SOIL CELL 3X A e A a ZONE, SUN AND WIND EXPOSURE, SOIL 617-964-5477
SR ITRRRITEY O : s S : TYPE, WATER AND NUTRIENT NEEDS,
0088&@%%8@%83@8? %"o% SYSTEM, SEE SPECS i e AND DESIRED VISUAL EFFECT.
e e e A < o T I : -
epeNrvigeNsivigeNy (?CFJ W ol fog & L[ 1 egreenscreen®
9%%%@%%%%9%%% 9§QC PLANTING SOIL ¢ 2 0 e P N e/ ¢ CANDSCAPE AEEE?I’%!E,NE/?\NBZA(\:LPAE
: ‘ RIS i & DESIGNER, OR A HORTICULTURIST BE
oSS veciitve i BACKFILL AROUND SOIL pA &
Oq;oggboq)oggco K ST = Pufil L - CONSULTED FOR EACH SPECIFIC
dslas A CELL SYSTEM TO MEET e e - APPLICATION.
Q%Q(;%%O @%’% MANUFACTURER'S PLANT VINES PER LANDSCAPE PLANS.
S oS REQUIREMENTS, TYP. TYPICAL SPACING VARIES FROM
0 o 1" TO 4’ 0.C. DEPENDING UPON VINE
ggg( SPECIES AND CONTAINER SIZE. SEAL / SIGNATURE
*IRRIGATION WILL BE REQUIRED IN
MOST CLIMATE ZONES. INSTALL PER
AGGREGATE LANDSCAPE PLANS.
SECTION C-C' SUB BASE TNT WATERIAL
1 STREET TREE PLANTING WITH SOIL CELL DT CHRETE
SCALE: 3/4" = 1'-0" . ﬁgreenscreen‘
( /// NEVER CUT LEADER EX2 Dk~ sck )
\ UHMW PLASTIC, TYP.
EXPANSION ANCHOR .
// <] =E By OTHRS - M\ PROJECT:
§\ FOR ALL FALL PLANTING, WRAP 480 LBS. PULL OUT
\ ) TRUNK AT 2ND LOWEST BRANCH; > Boynton Gateway
NN \" A REMOVE SPECIFIED TREE WRAP gﬂgzr;#ounmc :
NNy 1~ =7 THE FOLLOWING SPRING >2\\ o 495 Columbia Street
‘\‘; A 3/4" FLAT BRAIDED CORD (TYP.), ™ K geenscreen WALL MOUNTING INSTRUCTIONS: Somerville, MA 02143
‘ / / »
NN < ‘.’,] BETWEEN 2"X2"X10' FIR STAKES, 3 e TP 1.
S "l {// STAINED BLACK; 3 PER TREE 338 - 518 NOTE: IF DESIRED WALL OFFSET USING A LEVEL, TEMPORARILY HOLD THE PANEL IN PLACE
EQUALLY SPACED AROUND ROOT IS GREATER THAN 2 1/4”, SEE AND MARK THE CORNER LOCATIONS ON THE WALL.

4l

BALL; ALL POSTS SHALL BE
PLUMB AND HAVE SAME HEIGHT
ABOVE FINISH GRADE

ROOTFLARE SHALL BE EXPOSED

KEEP MULCH FROM DIRECT
CONTACT WITH TRUNK

REMOVE ALL ROPE AND CAGE AND
ROLL BACK BURLAP 1/2 DEPTH OF
ROOT BALL PRIOR TO BACKFILL

3" COARSE GRADE MULCH
PLANTING SOIL MIX

XN LXK LT XR AR

SCARIFY SUBGRADE
AND BLEND WITH
PLANTING SOIL

Ly

\

EQUAL, 2'-0" MIN. EQ.

— Sl
=

11

\
EQUAL, 2'-0" MIN.

COMPACTED OR
UNDISTURBED
SUBGRADE

DIRECTION OF TRUSSES __

“PANEL CAN BE ROTATED
HORIZTONAL APPLICATIONS

#5132G CLIP OR #5159 STAND-OFF
BRACKET FOR MOUNTING OPTIONS.

#2132R MOUNTING CLIP

O WALL MOUNTED — SECTION

SCALE = 2" 10"

5% 5"
+|‘J%‘r' I_‘r
’f’.:nv ::E 1 EZI
—t N\
=
&S
L V.
L
H EXPOSED EDGES REQUIRE
e TRIM. SELECT EITHER
#5105 OR #5104 TRIM.

N 3 -
a2
a8
= TOTAL NUMBER OF
f CLIPS VARIES BY
< PANEL SIZE:

66"< (4) PER PANEL
+1F @ H
- I I
o
GRADE—"

STEP 2:

HOLDING THE MOUNTING CLIPS AT THE DESIRED LOCATION ON
THE PANEL, MEASURE THE EXACT DISTANCE OF THE SCREW
HOLES TO THE CORNERS. USING YOUR CORNER MARKS FROM
STEP #1, CARRY OVER THE NEW DIMENSIONS AND REFERENCE
THE SCREW HOLE LOCATIONS ON YOUR WALL.

STEP 3:

DEPENDING ON THE SUBSTRATE, PRE-DRILL HOLES FOR
MOUNTING CLIPS. FOR CONCRETE AND MASONRY WALLS, SET
EXPANSION ANCHORS, AND THEN MOUNT CLIPS TO WALL.
ANCHORS SHOULD HAVE A 550LB. MIN. PULL-OUT VALUE.

STEP 4
HANG THE greenscreen® PANEL ON THE CLIPS.

STEP &

REPEAT STEPS 1-4 AS NEEDED. PRE-INSTALLING ALL CLIPS
IS NOT RECOMMENDED DUE TO PANEL GROWTH. PANEL SIZES
ARE NOMINAL — ACTUAL PANEL SIZE MAY VARY +1/8" IN
WIDTH AND LENGTH. ADD +1/16" PER EDGE OF TRIM.

STEP 6
REFER TO greenscreen® "VINE PLANTING DETAIL” FOR VINE
ATTACHMENT AND PLANTING GUIDELINES.

RECOMMENDATIONS:

© MOUNT PANELS 6” ABOVE FINISHED GRADE, OR PER
SHOP DRAWINGS.

@ ON STUCCO WALLS, ADJUST CLIP LOCATIONS SO THAT
ALL CLIPS SCREW DIRECTLY INTO FRAMING MEMBERS
OF THE WALL.

® WEAR GLOVES WHEN HANDLING greenscreen® PANELS.
o greenscreen® DOES NOT RECOMMEND CUTTING PANELS

IN THE FIELD. IF IT IS NECESSARY, HOWEVER, USE
TOUCH-UP PAINT.

NOT FOR
CONSTRUCTION
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LVARIES, SEE PLANTING SCHEDULE
MULCH ,‘
PLANTING BED MAINTAIN ORIGINAL -
STEEL EDGE RESTRAINT: E&ARDEE A(IDZI':I'ERSOT
1/4" X 5" X 16' LONG SECTIONS 4 V/ TRANSPLANTING AS 200 HIGH ST, BOSTON, MA, 02110
DECOMPOSED 857.300.2610 | SGA-ARCH.COM
EXISTED AT THE
6" GRANITE STONE DUST NURSERY
PLANT SPACING NOTED WITH BINDER MIXED IN " MULCH BED PROJECT TEAM:
IN PLANT SCHEDULE PER MANUFACTURER'S
SPECIFICATIONS MAXIMUM - ggE“:II:ON GATEWAY OWNER
— WOVEN FILTER DO NOT BURY FLARE LLC
e e A FABRIC EQUAL TO 315 Park Avenue South Suite 500
o i MIRAFI EW402 LOAM IN PLANTING New York, NY 10010
DR R AREAS, SEE SOIL
PREPARATION SPEC
. COMPACTED CIVIL ENGINEER
2" MULCH AGGREGATE BASE ROLL BACK BURLAP VHB
Q Y Q Y O Y ® 1/3 PRIOR TO |
pd = L7 _ AR L7 _ N 1% 16" LONG STAKES, BACKFILL 29 l:lgh |\S/’|t,cr\e(()33111 % Floor
= < AT ESAZ Y. PLANTING SOIL SPACED PER oston,
v D \A”k‘ A\\\A”’*‘Qﬁ/ . MANUFACTURER'S PLANTING SOIL MIX olr-ras-1rry
“J ) S iy <N L
"‘rg’g‘ 0‘7’(1”‘ ﬁ' RECOMMENDS x : m STRUCTURAL ENGINEER
N . / K ? FILTER FABRIC, CONT. IN COMPACTED OR COMPACTED OR S SCARIFY SUBGRADE MCNAMARA SALVIA
- PLANTING BEDS, OVERLAP UNDISTURBED SUBGRADE AND BLEND WITH .
ON BASE COURSE FABRIC S G UNDISTURBED PLANTING SOIL 101 Federal St. Suite 1100
. ' Boston, MA 02110
- HRUB PLANTING _ suscraoe
s e " 3/ 7 n ] n
= gR[zJESI?-IPEII\DA”S\I:FéNI\éVfE\l(-ERE) 4 STONE DUST SURFACING AT GRADE SCALE: 972120 MEP/FP ENGINEER
CONT. IN PLANTING BEDS SCALE: 1-1/2" = 1-0° AHA
SHEET WATERPROOF'NG FlNlSH GRADE 18 Tremont Street, Suite 1040
MEMBRANE, CONTINUOUS / Boston, MA 02108
ALONG TOP OF ROOF, SEE 781-402-6000
ARCHITECTURAL DRAWINGS
LANDSCAPE ARCHITECT
NG COPLEY WOLFF
“'.——1—— SLOPED TOPPING SLAB 18" PLANT SOIL 10 Post Office Square, Suite 1315
SEE ARCHlTECTURAL z? BACKF”_L M|X ABOVE Boston, MA 02109
DRAWINGS - TRANSITIONAL LAYER FINISH GRADE 617-654-9000
/ SOLAR / WIND CONSULTANT
e RWDI
1 PLANTI N G OVE R STRU CTU RE © LANDSCAPE SOIL 650 Woodlawn Road West
SCALE: 1-1/2" = 1'-0" Guelph, Ontario N1K1B8
© TRANSITIONAL LAYER & TRANSITIONAL LAYER T
18" HT. X 1/4" TH. AT SCARIFIED SOIL AT SCARIFIED SOIL GEOTECHNICéL ENGINEER
POWDERCOAT ALUMINUM o~ © " HALEY ALDRICH
— 8" SCARIFIED SOIL
PLANTER EDGING;
BAFFLES SPACED 36" O.C 12" SCARIFIED SOIL , AT LAWN AREA 465 Medford Street Suite 2200
PAVERS SHALL BE EQUAL TO ECO-PROMENADE PERMEABLE PAVER AS MANUFACTURED BY " T Charlestown, MA 02129
2" MULCH AT PLANT BEDS - COMPACTED OR
UNILOCK, LOCAL REPRESENTATIVE DANIEL NEVIACKAS, MOBILE: 508-341-4306, WWW.UNILOCK.COM. ' : 617-886-7400
+4X/ARIES PLANTING SOIL MIX UNDISTURBED
COLORS: BLEND OF THREE COLORS: / ——-— COMPACTED OR AT SEED MIX SUBGRADE ?HE-@IIQI\IIE%%I%LYGE}\IIE%IQEER
A.  WINTER MARVEL (APPROX. 40%) T.0. PLANTER 10_5-$ » ; gNgggxgsED
B. GRENATA WHITE (APPROX. 40%) T /// i1 AT WOODY PLANT MATERIAL U 54 Junction Square Drive
C. FRENCH GRAY (APPROX. 20%) : | 18" HT. X 1/4" TH. Concord, MA 01742
. \ POWDERCOAT ALUMINUM 978-369-8978
EINISHES: UMBRIANG A | PLANTER EDGING: 3 SOIL PREPARATION - FOR ALL BEDS AND SEEDED AREAS
EDGE: BEVELED | T : \ BAFFLES SPACED 36" O.C. SCALE: 1-1/2" = 1-0" JENSEN HUGHES |
SIZE: 8" X 24" X 4" NOM WITH SPACER LUGS AN | ‘ FASTEN BAFFLE FLANGE
FFE 9.00' 40— 4+ TO CONCRETE Boston, MA 02111
CONCRETE PAVING M i FOOTING WITH 3/8" X 5" J 33 Arch Street
UNIT PAVERS (PERMEABLE) b \ BOLT, TYP. 508-620-8900
SEE p;/o\N #89 AGGREGATE IN JOINTS WASHED AND __ 1N \ / \ / N/
FRACTURED AND OPEN GRADED % % dhE GEOTEXTILE FABRIC B * - * - B SPECIFICATIONS
/ / ROADWAY GRANITE CURB, SEE TS —_— CONCRETE FOOTING KALIN ASSOCIATES
i T CIVIL ENGINEER'S DRAWINGS = _
© o mmas ———— ROAD, SEE CIVIL ENGINEER'S \ COMPACTED GRAVEL BASE /N /N /N 1121 Washington Street
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